


FEATURES E205XT02 E205XT04 E206XT
INTERFACES

Cellular interface
GSM / GPRS / EDGE / HSDPA

GSM / GPRS / EDGE / HSPA+ 

CDMA2000 1X / EV-DO Rev. A 

    GSM / GPRS / EDGE 850 / 900 / 1800 / 1900MHz 850 / 900 / 1800 / 1900MHz

    CDMA2000 1X -  800 / 1900MHz

    HSDPA

    Downlink / Uplink

900 / 2100MHz 

up to 3.6Mbps / 384kbps

800 / 850 / 2100MHz 

up to 3.6Mbps / 384kbps

800 / 850 / 1900 / 2100MHz 

up to 14.4Mbps / 5.76Mbps

    EV-DO Rev. A -  800 / 1900MHz

SMA antenna connector (50Ω) Cellular x 1 & GPS x 1 Cellular x 1 & Diversity x 1 Or GPS x 1

LAN on RJ45 connector with Tx / Rx LEDs 3

WAN on RJ45 connector with Tx / Rx LEDs Switchable to LAN Switchable to LAN

Wi-Fi on RP-SMA antenna connector (50Ω) 3

Micro-Fit™ 4-pin connector 2-pin 9V ~ 60V DC in

Reset button 3

SOFTWARE

Administration Web-based user interface, quick set-up wizard, console log viewer, save/load configuration 

NTP, firewall (MAC), DHCP server

Secure remote management Web-based user interface access through HTTPS

Routing Static/Dynamic DNS, DNS proxy, NAT, DMZ, VLAN, WAN as PPPoE

VPN PPTP

Wi-Fi

    Security

IEEE 802.11b/g/n 1T1R (max. 150Mbps throughput)

WEP, WPA, WPA-PSK/WPA2-PSK

GENERAL

Material Brushed aluminium alloy, DIN Rail mountable

Dimension without connectors 83.9 x 60 x 25mm / 3.30 x 2.36 x 0.98in

Weight 90g / 3.17oz

Operating temperature range -10˚C ~ +55˚C / 14˚F ~ +131̊ F

Operating status LEDs x 6 Alert / Power / Cellular signal, network & activity / Wi-Fi

SIM interface (2FF)

Embedded SIM (MFF2) available upon request

SIM 1.8V / 3.0V SIM & R-UIM 1.8V / 3.0V

3

CERTIFICATIONS AND APPROVALS (PENDING)

Regulatory CE / A-Tick FCC / PTCRB / IC / A-Tick

Carrier
Optus Australia Telstra

AT&T / Telstra

Sprint / Verizon 

ORDERING INFORMATION
Part number E205XT02 E205XT04 E206XT


